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›Just the right size & shape for ATV's and motorcycles. 
With the 15 000 RPM tachometer & the illuminated needle, it makes it very easy to read at night. 

This unit covers basic functions such as: speed, tachometer and indicator lights, 
but it also features great functions such as: shift light, top speed record, max RPM and more. 

Are you ready to join the race?

MATERIAL 
INCLUDED

Gauge Bracket Speed Sensor 
Bracket & Magnet

Passive speed Sensor 2 Temperature 
Sensors

GP STYLE SPEEDOMETER GP STYLE SPEEDOMETER RX-1NRX-1N

ITEM NUMBER BA011W02
BLACK PANEL - WHITE BACK LIGHT

GP STYLE SPEEDOMETER GP STYLE SPEEDOMETER RX-1NRX-1N

ITEM NUMBER BA011B02
WHITE PANEL - BLUE BACK LIGHT

Neutral (Green) • High Beam (Blue) • Oil (Red)  • RPM Shift (Light Yellow / Red) • Speeding (Red) •
Turn Signal (Green) • Check engine (Amber)

Speed unit KM/H MPH alternative 
Speedometer range 0~360 km/h or 0~223 MPH
Odometer 0~99999.9 km or mile
Trip A / Trip B 0~999.9 km or mile  
Speeding warning setting range 30~180 km/h or 20~110 MPH • Adjust unit : 5km/h or 5MPH
Top speed record 0~360 km/h or 0~223 MPH 
Tire circumference setting 1,000~2,500 m/m • Adjust unit : 1m/m sensor point: 1~6
Tachometer range 0~15,000 • Display unit : 100 RPM   
Over RPM shift light setting 5,000~15,000 RPM • Adjust unit : 100 RPM
Max RPM record 0~15,000 RPM    
Stroke / piston setting 2 stroke : 1, 2, 3, 4, pistons
  4 stroke : 1, 2, 3, 4, 5, 6, 8, 10, 12 pistons
Temperature unit º C \ º F
Digital water temperature range 0~120ºC or 32~248ºF • Display unit : 0.1ºC or 0.1ºF
Temperature level gauge display range 20~120ºC or 68~248ºF, Display in 10 level • 
  Display unit : 1 level =10ºC or 50ºF 
Digital oil temperature range 0~120ºC or 32~248ºF • Display unit : 0.1ºC or 0.1ºF
Over temperature warning setting (water & oil) 60~120ºC or 140~248ºF • Adjust unit : 1ºC or 1ºF
Top temperature record 0~120ºC or 32~248ºF
Fuel gauge Display in 10 levels (one level means 10% fuel)
Fuel resistance setting 100 Ω • 510 Ω
Insuffi cient fuel warning setting 10 ~ 50% • Adjust unit : 10%
Clock 24H
Target speed timer 30~360 km/h or 20~220 MPH • Adjust unit : 5 km/h or 5 MPH
Target distance timer 50~1,000 m or 1/32~20/32 mile • Adjust unit : 50 m or 1/32 mile
Top speed timer The record including : 
  1. Speed : 0~360 km/h or 0~223 MPH
  2. Distance : 0~999 m or 0~3,280 feet
  3. RPM : 0~15,000 RPM
  4. Timer : 0~59.59.99 second
Indicator light 
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GP STYLE SPEEDOMETER GP STYLE SPEEDOMETER RX-2RX-2
Speed unit KM/H MPH alternative 
Speedometer range 0~360 km/h or 0~223 MPH
Odometer 0~99999.9 km or mile
Trip A / Trip B 0~999.9 km or mile  
Speeding warning setting range 30~180 km/h or 20~110 MPH • Adjust unit : 5 km/h or 5 MPH
Top speed record 0~360 km/h or 0~223 MPH 
Tire circumference setting 1,000~2,500 m/m • Adjust unit : 1m/m sensor point: 1~6
Tachometer range 0~15,000 • Display unit : 100 RPM     
Over RPM shift light setting 5,000~15,000 RPM • Adjust unit : 100 RPM
Max RPM record 0~15,000 RPM      
Stroke / piston setting 2 stroke : 1, 2, 3, 4, pistons
  4 stroke : 1, 2, 3, 4, 5, 6, 8, 10, 12 pistons
Temperature unit º C \  º F
Digital water temperature range 0~120ºC or 32~248ºF • Display unit : 0.1ºC or 0.1ºF
Temperature level gauge display range 20~120ºC or 68~248ºF, Display in 10 level • 
  Display unit : 1 level =10ºC or 50ºF 
Digital oil temperature range 0~120ºC or 32~248ºF • Display unit : 0.1ºC or 0.1ºF
Over temperature warning setting (water & oil) 60~120ºC or 140~248ºF • Adjust unit : 1ºC or 1ºF
Top temperature record 0~120ºC or 32~248ºF
Fuel gauge Display in 10 levels (one level means 10% fuel)
Fuel resistance setting 100 Ω • 510 Ω
Insuffi cient fuel warning setting 10 ~ 50% • Adjust unit : 10%
Clock 24H
Target speed timer 30~360 km/h or 20~220 MPH • Adjust unit : 5km/h or 5 MPH
Target distance timer 50~1,000 m or 1/32~20/32 mile • Adjust unit : 50 m or 1/32 mile
Top speed timer The record including : 
  1. Speed : 0~360 km/h or 0~223 MPH
  2. Distance : 0~999 m or 0~3,280 feet
  3. RPM : 0~15,000 RPM
  4. Timer : 0~59.59.99 second
Indicator light

With this unique lighted tachometer, the RPM 
is much easier to read at night. It's special  lighted 

points show the maximum RPM reach. 
The backlight can be change to seven different colors very 

easily. This unit cover basics functions such as: 
speed, tachometer and indicator lights, but it also 

features great functions such as: shift light, 
top speed record, max RPM and more.

Are you ready to join the race?

MATERIAL 
INCLUDED

Gauge Bracket Speed Sensor 
Bracket & Magnet

SEVEN COLOR
CHANGES

GP STYLE SPEEDOMETER GP STYLE SPEEDOMETER RX-2RX-2

ITEM NUMBER BA010001

Neutral (Green) • High beam (Blue) • Oil (Red) •  RPM Shift (Light Yellow / Red) • Speeding (Red) • Oil (Red) •
Turn Signal (Green) • Check engine (Amber)

Passive speed Sensor 2 Temperature 
Sensors
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Turn signal (Green) • Neutral (Green) • High beam (Blue) • Oil (Red) • Eobd (Amber) • Speeding (Red) •
Temperature (Amber)

›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

›

GP STYLE SPEEDOMETER GP STYLE SPEEDOMETER RX-2NRX-2N
GP STYLE SPEEDOMETER GP STYLE SPEEDOMETER RX-2NRX-2N

ITEM NUMBER BA015B15
BLACK PANEL - BLUE BACK LIGHT

0 ~ 10,000 RPM

ITEM NUMBER BA015B25
BLACK PANEL - BLUE BACK LIGHT

0 ~ 20,000 RPM

Target Speed test

Target Distance test

MAX record

Speed unit KM/H MPH alternative 
Speedometer range 0~360 km/h or 0~223 MPH
Odometer 0~99999.9 km or mile
Trip A.B 0~999.9 km or mile  
Speeding warning setting range 30~180 km/h or 20~110 MPH • Adjust unit : 5 km/h or 5 MPH
Top speed record 0~360 km/h or 0~223 MPH 
Tire circumference setting 300~2,500 m/m • Adjust unit : 1m/m sensor point: 1~60
Tachometer range 0~10,000 RPM or 0~20,000 RPM • Display unit : 100 RPM  
Over RPM shift light setting 0~10,000 RPM or 0~20,000 RPM • Adjust unit : 100 RPM
Max RPM record 0~10,000 RPM or 0~20,000 RPM
Stroke / piston setting 2 stroke : 1, 2, 3, 4, pistons
  4 stroke : 1, 2, 3, 4, 5, 6, 8, 10, 12 pistons
Temperature unit º C \ º F
Digital water temperature range 0~250ºC or 32~482ºF • Display unit : 0.1ºC or 0.1ºF
Temperature level gauge display 20~120ºC or 68~248ºF, Display in 10 level • 
  Range display unit : 1 level =10ºC or 50ºF 
Digital oil temperature range 0~250ºC or 32~482ºF • Display unit : 0.1ºC or 0.1ºF
Over temperature warning setting (water & oil) 60~120ºC or 140~248ºF • Adjust unit : 1ºC or 1ºF
Top temperature record 0~250ºC or 32~482ºF
Fuel gauge Display in 10 levels (one level means 10% fuel)
Fuel resistance setting 100 Ω • 500 Ω
Insuffi cient fuel warning setting 10 ~ 50% • Adjust unit : 10%
Clock 24H
Target speed timer 30~360 km/h or 20~220 MPH • Adjust unit : 5 km/h or 5 MPH
Target distance timer 50~1,000 m or 1/32~20/32 mile • Adjust unit : 50 m or 1/32 mile
Top speed timer The record including : 
  1. Speed : 0~360 km/h or 0~223 MPH
  2. Distance : 0~999 m or 0~3,280 feet
  3. RPM : 0~10,000 RPM or 0~20,000 RPM
  4. Timer : 0~9'59''99
Indicator light    

    

MATERIAL 
INCLUDED

Gauge Bracket Speed Sensor 
Bracket & Magnet

With the unique lighted tachometer you could see the RPM much easier at night. The light point will show you 
the MAX RPM you reach all the time.With the settable shift light function, you could make the setting accord-
ing to  your riding habit. The 0-10,000 RPM & 0-20,000 tachometer versions made for the sport bike which 
could reach over 18,000 RPM sometimes or cruiser & ATV which reaches around 8,000 RPM at most time. Look-
ing for a nice meter with the best RPM range? 

Active speed Sensor 2 Temperature 
Sensors
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MULTI-FUNCTIONS SPEEDOMETER MULTI-FUNCTIONS SPEEDOMETER XR-SRXR-SR

This multi-functions speedometer was design specialy for 
motorcycles and ATV's. It's digital screen will provide you 
important informations on your engine. The 8 indicator 

lights can be adapt to all motorcycles and ATV's. It's great 
shape will make your bike look different!

Power Test

Max Record
MATERIAL 
INCLUDED

Gauge Bracket Speed Sensor 
Bracket & Magnet

Passive speed Sensor
Temperature Sensor

MULTI-FUNCTIONS SPEEDOMETER MULTI-FUNCTIONS SPEEDOMETER XR-SRXR-SR

ITEM NUMBER BB017B00

›
›

Speed unit KM/H MPH alternative 
Speedometer range 0~360 km/h or 0~223 MPH
Display Internal <  0.5 second
Odometer 0~99999 km or mile
Trip A / Trip B 0~999.9 km or mile  
Top speed record 0~360 km/h or 0~223 MPH 
Tire circumference setting 1,000~2,500 m/m • Adjust unit : 1m/m sensor point: 1~6
Tachometer range 0~18,000 • Display unit : 100 RPM   
Display Internal <  0.5 second
Max RPM record 0~15,000 RPM       
Stroke / piston setting 2 stroke : 1, 2, 3, 4, pistons
  4 stroke : 1, 2, 3, 4, 5, 6, 8, 10, 12 pistons
Temperature unit º C \  º F
Digital water temperature range 0~120ºC or 32~248ºF • Display unit : 0.1ºC  or 0.1ºF
Temperature level gauge display range 20~120ºC or 68~248ºF, Display in 10 level • 
  Display unit : 1 level =10ºC or 50ºF 
Display Internal <  0.5 second
Top temperature record 0~120ºC or 32~248ºF
Fuel gauge Display in 10 levels (one level means 10% fuel)
Fuel resistance setting 100 Ω • 510 Ω
Top speed timer The record including : 
  1. Speed : 0~360 km/h or 0~223 MPH
  2. Distance : 0~999 m or 0~3,280 feet
  3. Timer : 0~9'59''99 second
Effective temperature range −10~+ 60ºC
Meter size 116.3 x 72.4 x 32.3 m/m
Meter weight Around 286g
Indicator light 

Neutral (Green Light /−) • High beam (Blue Light / +) • Low Beam (Green light / +) • Winker (Green light/ +) 

Hazard (Red light / +) • Oil pressure (Red light / +) • Water temperature light (Red light / +)
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G2 G2 REVOLUTIONREVOLUTION
metermeter

MATERIAL 
INCLUDED

2 Temperature 
Sensors

After 2 years of research and development, we came up 
with this nice RPM gauge with 2 temperatures output. 
The RPM large digits and the REV indicator bar make it 
easy to read at high speed. The REV indicator bars can be 
program for 10 000, 15 000 or 20 000 RPM to make it fi t 
on all type of engines. Other than its RPM and tempera-
ture function, this gauge also features the voltage, time 
and an optional air/fuel ratio output. The programmable 
shift light and 2 temperature warning light will help you 
to easily monitor your engine. Its shape and functions 
make it the perfect race tool!

ITEM NUMBER BA023W00
WHITE BACK LIGHT

DISPLAY RANGE : 0~20,000 RPM
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›

43.6 mm

20.3 mm87.2 mm

Digital tachometer Display range: 0~20,000 RPM
  Display unit: 10 RPM
Tachometer level  Display range: 0~10,000 /15,000 /20,000 RPM
  for alternative
  Display range: 0~10,000 RPM,
  60 segment bar graph
  Display unit: 166 RPM for each segment
  Display range: 0~15,000 RPM,
  60 segment bar graph
  Display unit: 250 RPM for each segment
  Display range: 0~20,000 RPM,
  60 segment bar graph
  Display unit: 333 RPM for each segment
Display internal < 0.5 Second
Shift light Setting range: 5,000~20,000 RPM
  Setting unit: 100 RPM
MAX RPM record Display range: 0~10,000 /15,000 /20,000 RPM
Stroke /piston setting 2 Stroke: 1, 2, 3, 4 pistons
  4 Stroke: 1, 2, 3, 4, 5, 6, 8, 10, 12 pistons
Thermometer A/B Display range: 0~250OC or 32~482OF
  Display unit: 0.1OC or OF, OC & OF for alternative
Display internal < 0.5 Second
Temperature alarm Setting range: 60~250OC or 140~482OF
  Setting unit: 1OC or OF
Top temperature record Display range: 0~250OC or 32~482OF
A/F ratio Displayed range: 12.1~16.8
  Displayed unit: 0.1
Volt meter Display range: DC 0~15.0 V
  Display unit: DC 0.1V
Clock 24H
Back light DC 12V
Battery type (LCD display) CR 2032
Effective temperatue range -10~+60OC
Meter standard JIS D 0203 S2
Meter size (WXLXH) 87.2 X 43.6 X 20.3 mm
Meter weight Around 82g
Telltales Temperature alarm (Red)
  RPM shift light (Red)
  Temperature alarm (Red)
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DB-02 DB-02 
DIGITAL LCD METERDIGITAL LCD METER
Off-Road versionOff-Road version

ITEM NUMBER BA022W00

Our new DB-02 is specially made to fi t your off-road 
needs. It’s small inner battery make it usable on all dirt 
bikes and ATV’s that doesn’t have a 12 volts battery. 
It’s great shape and nice LCD display make it the perfect 
gauge to get for your off-road use. 

The changeable RPM scale allow this gauge to fi t on 
about any engine applications.  This new gauge also 
feature a 3 stages shift light to allow you to shift your 
gears perfectly. Beside those great functions, the DB-02 
features: Speed, odometer, trip meter,  RPM, inner 
battery level, temperature, hour meter and more. 

›

›
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›
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›

›

›

Speedometer Display range : 0~360km/h (0~225MPH)
  Display unit : km/h & MPH for alternative
Display internal:  < 0.5 Second
Odometer Display range : 0~99999 km (mile), reset
  automatically after 0~99999 km (mile)
  Display unit : 1 km (mile)
Trip meter A/B Display range : 0~999.9 km (mile),
  reset automatically after 0~999.9 km (mile)
  Display unit : 0.1 km (mile)
Speeding warning light Setting range : 30~360 km/h (19~225 MPH)
  Setting unit : 1 km/h (MPH) 
Top speed record Display range : 0~360 km/h (0~225 MPH)
Tire circumference Setting range : 300 2,500 mm
  Setting unit : 1 mm - Sensor point : 6
Digital Tachometer Display range : 20,000 RPM
  Display unit : 10 RPM 
Bar graph tachometer Display range : 10,000 RPM, 60 segment bar graph
  Display unit : 166 RPM to each segment
  Display range : 15,000 RPM, 60 segment bar graph
  Display unit : 250 RPM to each segment
  Display range : 20,000 RPM, 60 segment bar graph
  Display unit : 333 RPM to each segment
RPM shift light Display range : 5,000~20,000
  Display unit : 100 RPM
Pre-shift light A/B Display range : -500~ -5,000 before the shift light
  Display unit : 100 RPM
Max. RPM record Display range : 0~20,000 RPM
RPM input pulse Display range : 0.5, 1, 1.5, 2, 2.5, 3, 4, 5, 6
Hour meter Display range : 0~999.9 H
  Display unit : 0.1H (6S)
Thermometer Display unit : oC & oF for alternative
Thermometer A/B Display range : 0~250oC (32~482oF)
  Display unit : 0.1oC (oF)
Display internal <0.5 second
Temperature alarm A/B Display range : 60~250oC (140~482oF)
  Display unit : 1oC (oF)
Top temperature record Display range : 0~250oC (32~482oF)
Volt meter Display range : DC 0~18.0 V
  Display unit : DC 0.1 V
Back light DC 12 V
Battery type (LCD display) CR 2032
Battery life time Around 220 hours nonstop
Effective temperature range -10~+60oC
Meter standard JIS D 0203S2
Meter Size 100X60X20mm
Meter weight Around 200G
Telltales Speeding
  Temperature alarm A/B (Red)
  RPM shift light A (Yellow)
  RPM shift light B (Orange)
  RPM shift light (Red)
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DIGITAL LCD METER DIGITAL LCD METER DB-02DB-02

MATERIAL 
INCLUDED

Speed Sensor 
Bracket & Magnet

Active Speed 
Sensor 2 Temperature 

Sensors

Gauge Bracket
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DB-02RDB-02R
DIGITAL LCD METERDIGITAL LCD METER
Street/Race versionStreet/Race version

ITEM NUMBER BA022W10

Our new DB-02R is specially made to fi t your street or 
race bike needs. It’s white backlight make it very easy to 
read at night and at high speed. It’s great shape and nice 
LCD display make it the perfect gauge to get  for your 
street or race bike. 

The changeable RPM scale allow this gauge to fi t on 
about any engine applications.  This new gauge also 
feature a 3 stages shift light to allow you to shift your 
gears perfectly. Beside those great functions, the DB-02 
features: Speed, odometer, trip meter,  RPM, inner 
battery level, temperature, hour meter and more. 

DIGITAL LCD METER DIGITAL LCD METER DB-02RDB-02R

MATERIAL 
INCLUDED

Speed Sensor 
Bracket & Magnet

Gauge Bracket
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Speedometer Display range : 0~360km/h (0~225MPH)
  Display unit : km/h & MPH for alternative
Display internal:  < 0.5 Second
Odometer Display range : 0~99999 km (mile), reset
  automatically after 0~99999 km (mile)
  Display unit : 1 km (mile)
Trip meter A/B Display range : 0~999.9 km (mile),
  reset automatically after 0~999.9 km (mile)
  Display unit : 0.1 km (mile)
Speeding warning light Setting range : 30~360 km/h (19~225 MPH)
  Setting unit : 1 km/h (MPH) 
Top speed record Display range : 0~360 km/h (0~225 MPH)
Tire circumference Setting range : 300 2,500 mm
  Setting unit : 1 mm - Sensor point : 6
Digital Tachometer Display range : 20,000 RPM
  Display unit : 10 RPM 
Bar graph tachometer Display range : 10,000 RPM, 60 segment bar graph
  Display unit : 166 RPM to each segment
  Display range : 15,000 RPM, 60 segment bar graph
  Display unit : 250 RPM to each segment
  Display range : 20,000 RPM, 60 segment bar graph
  Display unit : 333 RPM to each segment
RPM shift light Display range : 5,000~20,000
  Display unit : 100 RPM
Pre-shift light A/B Display range : -500~ -5,000 before the shift light
  Display unit : 100 RPM
Max. RPM record Display range : 0~20,000 RPM
RPM input pulse Display range : 0.5, 1, 1.5, 2, 2.5, 3, 4, 5, 6
Hour meter Display range : 0~999.9 H
  Display unit : 0.1H (6S)
Thermometer Display unit : oC & oF for alternative
Thermometer A/B Display range : 0~250oC (32~482oF)
  Display unit : 0.1oC (oF)
Display internal <0.5 second
Temperature alarm A/B Display range : 60~250oC (140~482oF)
  Display unit : 1oC (oF)
Top temperature record Display range : 0~250oC (32~482oF)
Fuel Meter Dispaly range : 0~100%
  Setting range : 100 Ω, 510 Ω, no display
Insuffi cient fuel warning Setting range : 10~50%
  Setting unit : 10%
Volt meter Display range : DC 0~18.0 V
  Display unit : DC 0.1 V
Target speed timer Setting range : 0~360km/h (0~225MPH)
  Setting unit : 5 km/h (MPH)  
Target distance timer Setting range : 1/32~30/32 mile (50~1,500 M)
  Setting unit : 1/32 mile (50M)
Top speed timer The record including :
  1. Speed : 0~360km/h (0~225MPH)
  2. Distance : 0~999 M (0~3,280feet)
  3. RPM : 0~20,000 RPM
  4. Timer : 0~9'59"99 second
Supply voltage DC 12 V
Effective temperature range -10~+60oC
Meter standard JIS D 0203S2
Meter Size 100X60X20mm
Meter weight Around 200G
Telltales Speeding (Red)
  Temperature alarm A/B (Red)
  RPM shift light A (Yellow)
  RPM shift light B (Orange)
  RPM shift light (Red)
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Active Speed 
Sensor 2 Temperature 

Sensors
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THE PLUG-IN THE PLUG-IN 
INDICATOR KITINDICATOR KIT
FOR DB-02 & DB-02RFOR DB-02 & DB-02R

›
›

Supply voltage DC 12V
Effective temperature range -10~+60oC
Meter Standard JIS D 0203S2
Meter size (W X L X H) 141.5 x 72.4 x 18.4 mm
Meter weight Around 68.5g

›
›
›

ITEM NUMBER BA022000

This new indicator light kit was developed for the DB-02 & 
DB-02R gauges. Unlike the other indicator light kits on the market, 
our model will allow you to build it according to your needs. 
12 different symbols available to match your bike functions.

DL-01RDL-01R TACHOMETERTACHOMETER

ITEM NUMBER BA484B00
BLUE BACK LIGHT

Tachometer Display range: 0~10,000/15,000/19,900 RPM
  Display unit: 100 RPM
Display internal:  < 0.5 Second
MAX RPM record Display range: 0~10,000 /15,000/19,000 RPM
Stroke / piston setting 2 Stroke: 1, 2, 3, 4 pistons
  4 Stroke: 1, 2, 3, 4, 5, 6, 8, 10, 12 pistons
Supply voltage DC 12V
Effective temp. range -10~+60OC
Meter standard JIS D 0203
Meter size (DXH) D48 X 52 mm
Meter weight  Around 117g

›

›
›
›

›

›
›

›

›DISPLAY RANGE : 0~20,000 RPM

MATERIAL 
INCLUDED

Gauge Bracket

R

B0013G00 B0013G02 B0013R01

B0013B00 B0013G03 B0013Y00

B0013B02 B0013G04 B0013R04

B0013000 B0013R00 B0013R03

B0013K00

TURN SIGNAL

GREEN BLACK

TURN SIGNAL

GREEN BLACK

HAZARD

RED BLACK

LOW BEAM

GREEN BLACK

NEUTRAL

GREEN BLACK

REVERSE

RED BLACK

MAINTENANCE

RED BLACK

OIL

RED BLACK

FUEL

YELLOW BLACK

HIGH BEAM

BLUE BLACK

WATER

RED BLACK

ENGINE

ORANGE BLACK

BLACK

BLACK BLACK

The DL-01R tachometer is a new type of LCD we introduce for 
2009. After 2 years of research and development, we came 
up with this nice RPM meter. The RPM large digits and the 
REV indicator bar make it easy to read at high speed. The REV 
indicator bars can be program for 10 000, 15 000 or 20 000 RPM 
to make it fi t on all type of engines. Its RPM recall function will 
give valuable information on your engine status. 

DL water temp DL water temp METERMETER

DL voltDL volt METERMETER

The TEMPERATURE large digits bar make it easy to read at high 
speed. LCD can be display oC or oF . This nice back lighted instru-
ment will warn you before your engines becomes too hot.

Bar display  Range: 0~250OC (32~500OF)
Display unit:  Around 10OC (20O F) per segment
LCD display Range 0~250OC (32~500OF), 
  Over temperature display range will display 
  HI Display unit: 1OC(OF)
Display unit:  OC(OF) switchable
Warning display range: Between 60~250OC (140~482OF) adjustable
Back light color:  Blue or red

›
›
›
›

›

›
›

This voltage gauge will give you the statut of your battery at all 
time. The back light make's it eavy to read even at night.

Bar display  Range: 8.0~19.9V
Display unit:  Around 0.66V per segment
LCD display Range 8.0~19.9V, 
  Over Voltage display range will display 
  HI Display unit: 0.1V
Warning display range: Between 8.0~12V, adjustable
Back light color:  Blue or red

›
›
›
›

›
›

ITEM NUMBER BA484B20

ITEM NUMBER BA484B30

MATERIAL 
INCLUDED

Gauge Bracket

MATERIAL 
INCLUDED

Gauge Bracket
Temperature 
Sensor
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SPEEDOMETER SPEEDOMETER XR-SAXR-SA

ITEM NUMBER BB002B25
For Km / H

ITEM NUMBER BB007B52
For MPH

MATERIAL 
INCLUDED

Gauge Bracket Speed Sensor 
Bracket & Magnet

Passive speed Sensor

This micro liquid speedometer comes with 
features like: speedometer, odometer & tripmeter. 
It also comes with the turn signal, head beam 
and oil pressure indicator lights. It's blue 
backlight make it very easy to read at night.
A must for all motorcycle and supermotard riders.

Speedometer 0~230 km/h or 0~145 MPH
Odometer Display range : 0~99999 km or 0~99999 miles, 
  reset automatically after 99999 km
Tripmeter Display range : 0~999.9 km or 0~999.9 miles, 
  reset automatically after 999.9 km
Wheel circumference and
measurement unit setting Effective range : 1,000~2,500 m/m

INDICATOR LIGHT SYMBOL

›
›

›

›

› N

MATERIAL 
INCLUDED

Gauge Bracket Speed Sensor 
Bracket & Magnet

This digital micro liquid speedometer is easy 
to read and to use. It's blue backlight make it 
very easy to read at night. It's speed sensor 
and universal bracket allow it to fi t on almost 
any kind of motorcycle, atv and scooter. It's 
unique conception make it work under severe 
conditions.

›

›

›

›

Speedometer Display range : 0~230 km/h or 0~145 MPH
  Displayed Unit : km/h or mph
Odometer Display range : 0~99999 km or 0~99999 miles, 
  reset automatically after 99999 km
Tripmeter Display range : 0~999.9 km or 0~999.9 miles, 
  reset automatically after 999.9 km
Wheel circumference and
measurement unit setting Effective range : 1,000~2,500 m/m

SPEEDOMETER SPEEDOMETER XR-SXR-S

ITEM NUMBER BB006B04
For Km / H

ITEM NUMBER BB006B00
For MPH

Passive speed Sensor
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Mini styleMini style
LAP TIMERLAP TIMER

This lap timer system is our latest product released on 
the market. Our lap timer work with an internal battery so 
you can make it work with engine without 12 volts battery.  
The white backlight can be connected to external power, 
so even if you race late in the day, you still can see the 
gauge clearly. 

ITEM NUMBER BA023000

INDIVIDUAL PARTS

IR Beacon onlyIR Receiver only

IR Receiver

IR Beacon

›
›

›

›

›

›
›

›

›
›

›
›
›

›
›
›
›

Max recording time Display range : 9:59'59"
Max. lap Display range : 200 Laps
Max single lap time Display range : 99'59"99
Lap time displayed Setting range : 1~30 seconds.
Best lap Display range : 200 Laps
IR Channel Setting range : 0~9
Battery level Display range : 4 segment bar graph
Battery type CR 2032
Effective temp. range -10~+60oC
Meter Standard JIS D 0203 S2
Meter size (WxLxH) 87.2 x 43.6 x 20.3 mm
Meter weight Around 82g
Telltales Best lap checking light (Blue)
  Signal checking light (Red)
IR Beacon size(WxLxH)  127.3 x 75 x 37 mm
Receiver standard JIS D 0203 S2
IR receiver size(WxLxH)  50 x 50.7 x 16.4 mm
Beacon standard JIS D 0203 S2

37 mm

75 mm

127.3 mm

50.7 mm

50
 m

m

16.4 mm

COMPLETE KIT : LAP TIMER - BEACON - RECEIVER

BF023K10 BF023K00
ITEM NUMBER ITEM NUMBER

Lap Timer Meter only

BA023001
ITEM NUMBER
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›

›

›

›
›

ITEM NUMBER BA018B00
BLUE BACK LIGHT

SPEEDOMETER SPEEDOMETER 
(E-MARK APPROVAL)(E-MARK APPROVAL)

DB-01RDB-01R

You asked and we listened.

Koso introduces the new DB Series, designed 
for Dirt bikes and Enduro models. A simple and 
compact unit with bar tachometer, odometer trip  
tach. and fuel gauge. Will also fi t nicely on a street 
fi ghter, sport bikes and atv's. Set yourself apart, 
be different.

Speed Unit KM/H  / MPH alternative 
Speedometer Range 0~360 km/h or 0~223 MPH
Odometer 0~99999 km or mile
Trip 0~99999 km or mile   
Tire circumference setting Setting range : 300~2,500 m/m
  Adjust unit : 1mm • Sensor point : 1~60
Tachometer Range 0~15,000 RPM
Stroke / Piston Setting 2 stroke : 1, 2, 3, 4, pistons
  4 stroke : 1, 2, 3, 4, 5, 6, 8, 10, 12 pistons
Fuel Gauge Display in 5 levels (one level means 20% fuel)
Fuel Resistance Setting 100 Ω • 510 Ω
Indicators lights 
Flash (Green) • High Beam (Blue) • Oil Pressure (Red) • Neutral (Green)

›

›

›
›
›

MATERIAL 
INCLUDED

Gauge Bracket Passive speed 
Sensor

RX2-NR RX2-NR GP styleGP style

›

›
›

›

›

›

›

›
›
›

Tachometer Display range: 0~16,000 RPM
  Display unit: 100 RPM
Display internal:  < 0.5 Second
Shift light Setting range: 5,000 ~16,000 RPM
  Setting unit: 100 RPM
Stroke / piston setting 2 Stroke: 1, 2, 3, 4 pistons
  4 Stroke: 1, 2, 3, 4, 5, 6, 8, 10, 12 pistons
Thermometer Display range: 0~250 OC or 32~482 OF
  Display unit: 0.1 OC or OF
Temperature alarm Setting range: 60~250 OC or 140~482 OF
  Setting unit: 1OC or OF
Battery type 9V-1604, 6LR61
Effective temp. range 10~+ 60 OC
Meter standard JIS D 0203 S2
Meter size (W X L X H)  135.7 x 100.7 x 52 mm
Meter weight  Around 240 g›

ITEM NUMBER BA015000
BLUE BACK LIGHT • WHITE FACING

DISPLAY RANGE : 0~16,000 RPM

This is the perfect race gauge! The 80 mm needle 
driven by a stepper motor is easy to read at high 
speed. Its multi functions such as: RPM, programmable 
shift light, temperature output, max RPM record 
will give you all the necessary information needed. 
Get the new RX2-NR to monitor your engine 
and enjoy the race.

MATERIAL 
INCLUDED

Gauge Bracket
Temperature Sensor

Speed Sensor 
Bracket & Magnet
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›

›
›

›

ITEM NUMBER BB552B70
BLUE BACK LIGHT • BLACK PANEL

SPEEDOMETER (55mm)SPEEDOMETER (55mm)DL DL STYLE UNIVERSALSTYLE UNIVERSAL

RANGE : 0 ~ 360 km / h or 0 ~ 223 mph

This digital instrument gives the basic 
functions such as speed, tripmeter odometer 
and fuel level. Its round shape makes it perfect 
for motorcycles, ATV's and scooters. This new 
type of display will make your bike look different!

The facing of the instrument become totaly dark 
when the ignition is off.

Speedometer Display range : 0~360 km/h or 0~223 MPH
  Display unit : km/h / MPH alternative
Display internal < 0.5 second
Trip 0~99999 km or mile 
Tire circumference setting Setting range : 300~2,500 m/m
  Setting unit : 1mm • Sensor point : 1~60
Fuel Gauge Display in 10 levels one levels 
  (one level means 10% fuel)
Fuel resitance setting 100 Ω • 510 Ω

›

›

›

MATERIAL 
INCLUDED

Gauge Bracket Speed Sensor 
Bracket & Magnet

Passive speed 
Sensor

MATERIAL 
INCLUDED

Gauge Bracket

TACHOMETER (55mm)TACHOMETER (55mm)DL DL STYLE UNIVERSALSTYLE UNIVERSAL

ITEM NUMBER BA552B80
BLUE BACK LIGHT • BLACK PANEL

Temperature Sensor

This digital instrument gives great functions 
such tachometer, water  temperature. 
Its round shape makes  it perfect for 
motorcycles, ATV's and scooters. This new type 
of display will make your bike look different!

The facing of the instrument become totaly dark 
when the ignition is off.

›

›
›

›
›

›

›

Tachometer Display range : 0~18000 RPM • Display unit : 100 RPM
Display internal < 0.5 second
Stroke / piston setting 2 stroke : 1, 2, 3, 4, pistons
  4 stroke : 1, 2, 3, 4, 5, 6, 8, 10, 12 pistons
Temperature unit  ºC \ ºF
Digital water temperature Display range : 0~120ºC or 32~248ºF 
  Display unit : 0.1ºC or 0.1ºF
Temperature level gauge Display range : 0~120ºC or 32~248ºF 
  and 20~120ºC or 68~248ºF
  Display in 10 level • Display unit : 1 level = 10ºC or 50ºF
Display internal < 0.5 second
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DL-02SDL-02S
SPEEDOMETERSPEEDOMETER

The DL-02S speedometer is a new type of LCD 
we introduce for 2009. This new type of casing 
allows us to install the function buttons in front 
of the instrument. This new casing design is 
more convenient for the motorcycle rider. 
Its big speed digit and speed bar indicator 
make it easy to read when riding.  Give a 
sport look to your motorcycle with this gauge! 

ITEM NUMBER BA555B10
BLUE BACK LIGHT

›

›
›

›

›

Speedometer Display range: 0~260 km/h or 0~160 MPH
  Display unit: km/h & MPH for alternative
Display internal  < 0.5 Second RPM
Odometer Display range: 0~99999 km or mile,
  reset automatically after 99999 km or mile
  Display unit: 1 km or mile
Trip meter Display range: 0~999.9 km or mile,
  reset automatically after 999.9 km or mile
  Display unit: 1 km or mile
The circumference setting Setting range: 300~2,500 mm
  Setting unit: 1 mm • Pulse setting: 1~60 
Top speed record Display range: 0~260 km/h or 0~160 MPH 
AVE speed Display range: 0~260 km/h or 0~160 MPH
Riding time Setting range: 0~99'59"99 second.
Fuel meter Display range: 0%~100%
  Setting range: 100 Ω , 510 Ω, no display
Supply voltage DC 12V
Effective temperature range -10~+60OC
Meter standard  JIS D 0203 S2
Meter size (DXH) D55 x 48.4 mm

›
›
›
›

›
›
›
›

DL-02RDL-02R
TACHOMETERTACHOMETER

The DL-02R tachometer is a new type of LCD 
we introduce for 2009. This new type of casing 
allows us to install the function buttons in front 
of the instrument. This new casing design is more 
convenient for the motorcycle rider. Its big RPM 
digit and RPM bar indicator make it easy to read 
when riding. The RPM bar indicator can be easily 
adjust to 10 000, 15 000 or 20 000 RPM. Give a 
sport look to your motorcycle with this gauge!

ITEM NUMBER BA555B11
BLUE BACK LIGHT

›

›

›
›

›

Digital tachometer Display range: 0~20,000 RPM
  Display unit: 100 RPM
Tachometer level  Display range: 0~10,000/15,000/20,000 RPM
  for alternative
  0~10,000 RPM, 30 segment bar graph
  Display unit: 333 RPM for each segment
  0~15,000 RPM, 30 segment bar graph
  Display unit: 500 RPM for each segment
  0~20,000 RPM, 30 segment bar graph
  Display unit: 666 RPM for each segment
Display internal:  < 0.5 Second RPM
Stroke/piston setting 2 Stroke: 1, 2, 3, 4 pistons
  4 Stroke: 1, 2, 3, 4, 5, 6, 8, 10, 12 pistons
Thermometer Display range: 0~250OC or 32~482OF
  Display unit: 0.1OC or OF for alternative
Display internal:  < 0.5 Second RPM
Clock 24H
Supply voltage DC 12V
Effective temp. range -10~+60OC
Meter standard JIS D 0203 S2
Meter size (DXH) D55 X 48.4 mm
 

›
›

›

›

›
›

DISPLAY RANGE : 0~20,000 RPM

MATERIAL 
INCLUDED

Gauge Bracket

MATERIAL 
INCLUDED

Gauge Bracket Speed Sensor 
Bracket & Magnet

Active speed Sensor
Temperature Sensor

BA555B10 BA555B11

CHROME CHROME 
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›

›
›

EXHAUST  GAS TEMPERATUREEXHAUST  GAS TEMPERATUREEGT METEREGT METER

ITEM NUMBER BA004062
WITH STANDARD EGT SENSOR

ITEM NUMBER BA004062X
WITH FAST RESPONSE EGT SENSOR

Temperature Unit ºC \ ºF
Digital Egt Temperature Range 100 ~ 1200 ºC or 250 ~ 2100 ºF 
  Display Unit : 1 ºC or 1 ºF 
Effective Voltage AC / DC 12V 
Over Temperature Warning Setting 200 ~ 1000 ºC or 392 ~ 1832 ºF 
  Adjust Unit : 1 ºC or 1 ºF 
  

This  nice back lighted Exhaust temperature 
gauge will give you precious informations 
on your engine. It will allow you to tune more 
precisely your engine. It's warning could even 
save your engine from bad damage!

MATERIAL 
INCLUDED

Standard EGT Sensor
EGT Clamp
# BI520002 (60-80mm) 

# 28-CKTYPE9
OR Fast Response EGT Sensor

# 28-CKTYPEX

• Settables Warning

Wire from the sideWire from the side

›

ITEM NUMBER BA004065
WITH STANDARD EGT SENSOR

ITEM NUMBER BA004065X
WITH FAST RESPONSE EGT SENSOR

EXHAUST  GAS TEMPERATUREEXHAUST  GAS TEMPERATURE
EGT METEREGT METER FOR SNOWMOBILEFOR SNOWMOBILE

Wire from the backWire from the back

This  nice back lighted Exhaust temperature gauge 
will give you precious informations on your en-
gine. It will allow you to tune more precisely your 
engine. It's warning could even save your engine 
from bad damage!

MATERIAL 
INCLUDED

Standard EGT Sensor EGT Clamp
# BI520002 
(60-80mm) 

# 28-CKTYPE9
OR Fast Response EGT Sensor

# 28-CKTYPEX

• Settables Warning

›

›
›

Temperature Unit ºC \ ºF
Digital Egt Temperature Range 100 ~ 1200 ºC or 250 ~ 2100 ºF 
  Display Unit : 1 ºC or 1 ºF  
Effective Voltage AC / DC 12V
Over Temperature Warning Setting 200 ~ 1000 ºC or 392 ~ 1832 ºF 
  Adjust Unit : 1 ºC or 1 ºF 
  

Gauge Bracket
# BE004K05

›
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DUAL EGT DUAL EGT with RPM & Water Temperaturewith RPM & Water Temperature

ITEM NUMBER BA006B00

›

›

›

›

›

›

›

›

›

Temperature A.B Display Range : 100 ~ 1200 ºC or  250 ~ 2100 ºF  
  Display Unit : 1 ºC or 1 ºF 
Over Temperature Warning Setting Setting Range : 200 ~ 1000 ºC or 392 ~ 1832 ºF 
  Setting Unit : 1 ºC or 1 ºF 
Top Temperature record Display Range : 100 ~ 1200 ºC or 250 ~ 2100 ºF  
  Display Unit : 1 ºC or 1 ºF  
Display Internal < 0.5 Second
Effective Voltage AC / DC 12V
Effective Temperature Range − 10 ~ + 60 ºC 
Meter Standard JIS D 0203
Meter Size W124 x L58.5 x H22 mm
Meter Weight Around 170 g  
RPM Range 0 to 15000 RPM
Water Temperature Range 0 to 200 ºC or 32 ºF to 392 ºF

Settable Warning for 
each side independently. 

Color change to amber to warn you.

MATERIAL 
INCLUDED

2 EGT Clamps
# BI520001 
(40-60mm) 

Gauge Bracket
# BE004K05

Continuing on with the evolution of our dual EGT gauge, Koso is proud to offer you 
its new dual EGT with RPM and Water temperature. 

This gauge allows you to tune the engine more precisely and prevent engine damage. 
The settable warning and maximun recall functions for both EGT's, 

RPM and water temperature are easy to use and show you vital engine information.   
The color change and backlighted screen makes it very easy to see

the settable warning. This tool can save your engine from expensive repairs!

WITH STANDARD EGT SENSORS

ITEM NUMBER BA006B00X
WITH FAST RESPONSE EGT SENSORS

2 Standard EGT Sensors
# 28-CKTYPE9

OR 2 Fast Response EGT Sensors
# 28-CKTYPEX

Sensor 
Water Temperature

( EGT / EGT )

( RPM / EGT ) ( WATER TEMP. / EGT )

›
›
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MATERIAL 
INCLUDED

Standard EGT Sensor EGT Clamp
# BI520001 
(40-60mm) 

# 28-CKTYPE9
OR Fast Response EGT Sensor

# 28-CKTYPEX
Gauge Bracket
# BE004K05

This nice dual exhaust temperature gauge will give you precious 
informations on your engine. This gauge allows to tune more 

precisely the engine and to make sure noting is wrong with the 
motor. The settable warning for each cylinder give the opportunity to set the 

maximum temperature to reach at up to 2100°F. The color change and  the blinking 
of the screen makes it very easy to see if something is going wrong with the engine. 

This tool could save your engine from bad dammages!

DUAL EGT METERDUAL EGT METER

ITEM NUMBER BA006B61
WITH STANDARD EGT SENSORS

ITEM NUMBER BA006B61X
WITH FAST RESPONSE EGT SENSORS

›

›

›

›

›

›

›

›

›

DUAL EGT METERDUAL EGT METER
Temperature A.B Display Range : 100 ~ 1200 ºC or  250 ~ 2100 ºF  
  Display Unit : 1 ºC or 1 ºF 
Over Temperature Warning Setting Setting Range : 200 ~ 1000 ºC or 392 ~ 1832 ºF 
  Setting Unit : 1 ºC or 1 ºF 
Top Temperature record Display Range : 100 ~ 1200 ºC or 250 ~ 2100 ºF  
  Display Unit : 1 ºC or 1 ºF  
Display Internal < 0.5 Second
Effective Voltage AC / DC 12V
Effective Temperature Range − 10 ~ + 60 ºC 
Meter Standard JIS D 0203
Meter Size W124 x L58.5 x H22 mm
Meter Weight Around 170 g  
  

Settable Warning for each side. 
Color change to amber 
and fl ash to warn you.
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METERMETERWIDEBAND AIR FUEL RATIOWIDEBAND AIR FUEL RATIO

ITEM NUMBER BA004064

This nice back lighted Wideband Air/Fuel Ratio 
Gauge will give you precious informations 
on your engine. It will allow you to tune more 
precisely your engine. It's warning could 
even save your engine from bad damage! 
It's programmable warning will tell if 
your engine run too Lean or too Rich. 

›
›

Display Range 10.0 ~ 24.0 
Over Lean Setting LEAN 14.8 ~ 24.0
Over Rich Setting RICH 14.6 ~ 10.0
A/F Ratio Display Range < 0.5 Second   
Power required DC 12V
Effective Temperature Range − 10  ~ +60 ºC 
Water Proof JIS D 0203
Meter Size W99.6 x L42 x H22.5mm
Meter Weight + / − 85g
  

›
›
›
›
›
›
›

MATERIAL 
INCLUDED

Gauge Bracket Bosch Oxygen 
Sensor , 
Sensor Bung 
and Cap

61.5mm

33.7mm

15.6mm

A/F Ratio A/F Ratio 
Mini-MeterMini-Meter

This gauge is specially made to help you tune your 
carburetor of fuel injection system on 4 stroke engine. 
Its internal battery makes it easy to switch from one 
engine to the other without disconnecting any wires. 
If the instrument is installed permanently on an 
engine, just connect the power to the gauge and you 
will get a nice backlight. This new mini Air/Fuel ratio 
gauge is the perfect tool for serious tuner!

ITEM NUMBER BA005000
WHITE BACK LIGHT

›

›
›
›
›

A/F ratio Displayed range: 12.1~16.8
  Displayed unit: 0.1
Back light DC 12V
Battery type(LCD display) CR2032
Battery life time Around 2,000 hours
Effective temp. range -10~+60OC
Meter standard JIS D 0203 S2
Meter size (WXLXH) 61.7 x 33.7 x 15.6 mm
Meter weight  Around 30 g

›
›

›

MATERIAL 
INCLUDED

Sensor

Optional

O2 Adaptor
Part for 2 
stroke engine

# BG001855
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MINI ENGINE MINI ENGINE HOUR METERHOUR METER

ITEM NUMBER BA005010

This gauge is the best tool for the maintenance 
of your engine. This unit tells how many hours the 
engine run. It gives precious informations 
on when to do the oil changes, or when to rebuild 
the engine for race motors. With the total 
memory time and the two resettable time it 
makes it easy to work with.

61.5mm

33.7mm

15.6mm

›

›

›

Total Hour Meter Display Range : 0 ~ 99999 H   Display unit : 1H
  Record unit : 1S
Hour Meter A.B (Resettable) Display Range : 0 ~ 999.9 H   Display unit : 0.1H (6M)  
  Record unit : 1S
The meter will start to operate automatically after you start your engine, 
and record the time after 1 second.
Battery life time 24H / day  Around 180 day
Auto sleep mode The meter will enter the auto-sleep mode when the 
  signal input stops over 30 secondes.
The sensor wiring lenght  Around 120cm
Effective temperature range −10~ +60 ºC
Meter size W61.7 x L33.7 x H15.6mm

›

›

›

›

›

MINI MINI LCD THERMOMETER LCD THERMOMETER (with backlight)(with backlight)

WHITE BACK LIGHT

61.5mm

33.7mm

15.6mm

›

› On / Off Power Switch.
Effective Temperature Range : 0 ~ 200 ºC or 32 ºF ~ 392 ºF  
Top Temperature Record.
Alternative Function : Centigrade (ºC), Farenheit (ºF) 
Battery Type :  CR2032
Operating Temperature :  − 10 ~ + 60 ºC or 14 ºF ~ 140 ºF
Body Size : W55 x L30 x H10mm
Backlight  White Led

›
›
›
›
›
›
›

MATERIAL 
INCLUDED

This mini Backlighted LCD thermometer will give 
critical informations on the engine temperature. 
Its small size makes it easy to install. This unit is 
about the smallest and lightest temperature gauge 
on the market. The changeable internal battery 
allows to install it on any vehicule.

Temperature Sensor

ITEM NUMBER BA003035
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ITEM NUMBER KN000K00
DISPLAY RANGE : N,1,2,3,4,5,6

GEAR GEAR indicatorindicator

›

›
›
›
›
›

Gear meter Display range: 
  N,1,2,3,4,5,6
Supply voltage DC 12 V
Effective temperature range  -10~+60OC
Meter standard  JIS D 0203 S2
Meter size (WXLXH) 30 X 50 24 mm
Meter weight Around 40g

Koso is proud to introduce its new gear indicator 
with shift light. This meter indicates the selected 
gear from Neutral to 6 gears. 
We also add a programmable shift light for 
the racer in you. Compact, lightweight, 
easy to use this is the way we like it.

MINI MINI rpm meterrpm meter

ITEM NUMBER BA003040

61.5mm

33.7mm

15.6mm

›

›

›
›
›

›
›

Digital Tachometer Display range : 0~15,000 RPM
  Display unit: 100RPM
Display internal  <0.5 second  
RPM input pulse Display range: 0,5,1,1.5,2,2.5,3,4,5,6
Battery Type (LCD Display) CR2032
Battery life time  1000 Hours
Effective temperature range -10~+60oC
Meter standard  JIS D 0203
Meter size W61.7 x L33.7 x H15.6mm
Meter weight Around 30g›

›

Following many requests, we came up with this 
compact RPM meter with maximum RPM recall 
function. This gauge can be easily install on about 
any engine. Just wrap the RPM signal wire around 
your spark plug wire, set the number of cylinders… 
that’s it, you’re ready to go!

APPLICATIONS
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MiniMini
FUEL MeterFUEL Meter

After making some handlebar modifi cation, 
it’s sometime hard to relocate your OEM fuel 
gauge. This is why we introduce this fuel meter. 
Small and lightweight, it can fi t anywhere 
on your motorcycle. This gauge work on your 
100 or 510 Ω OEM fuel sensor.

ITEM NUMBER BA003230
WHITE BACK LIGHT

›
›
›
›
›

Fuel resistance 100 Ω , 510 Ω, for selection
Supply voltage DC 12 V
Meter standard JIS D 0203
Effective temp. range -10~+60OC
Meter size (WXLXH) 57 x 30.5 x 11.1 mm
Meter weight  Around 40 g›

REQUIRE OEM FUEL SENSOR

POWER POWER TEST METERTEST METER

ITEM NUMBER BA004801

99.5mm22.5mm

42
m

m

MATERIAL 
INCLUDED

Speed Sensor 
Bracket & Magnet

Speed Sensor

This speedometer is designed for racing only. 
The power test meter can provide all the 
informations needed for drag racing. 
The target distance function gives the maximum 
speed reach for a precise distance. It can also gives 
the best  time on the 0-100 Km/h (0-60 mph) ac-
celeration. Its 20 second memory will give you all 
the informations needed after the test. 
With this power test meter you will be fi naly 
ready for racing.

›

›

›

Speed Unit KM/H / MPH Alternative
Speedometer Range 0 ~ 360 KM/H or 0 ~ 223 MPH
Display Internal < 0.5 second
Odometer 0 ~ 99999.9 Km or Mile, 
  Reset automatically after 99999.9 Km or Mile.
Trip 0 ~ 999.9 Km or Mile, 
  Reset automatically after 999.9 Km or Mile.
Top Speed Record 0 ~ 360 KM/H or 0 ~ 223 MPH
Tire Circumference Setting Setting Range : 1000 ~2500 m/m 
  Adjust Unit : 1 m/m
Setting Sensor Point : 1~ 6
Speed up timing Start Speed Setting Range : 0 ~ 355 KM/H or 0~215 MPH
  Stop Speed Setting Range : 30 ~ 360 KM/H or 20~220 MPH
  Adjust Unit : 5 KM/H or MPH The minimum Internal
  Setting Between Starting Speed and Stop Speed is 5 KM/H
  Timing Range : 0 ~ 9'59''99  Record : 20 Records 
Target Distance  Setting Range : 50 ~ 1000M or 1/32 ~  20/32 Mile
Timer Adjust Unit : 50M or 1/32 Mile
  Timing Range : 0 ~ 9'59''99 Record : 20 Records

›
›

›

›
›

›

›
›
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CNC CNC 
Volt MeterVolt Meter

›

›

›

›

Voltage indicator Display range: DC 8~16 V
  Display unit: DC 1 V
Safe voltage display range The LED zone of DC 12~13 V
  The LED showing on Green
Supply voltage DC 12 V
Effective temperature range -10~+60OC
Meter standard JIS D 0203
Meter size (WXLXH) 46 x 26 x 12 mm
Meter weight  Around 24.2 g

›

›
›

46mm
Real size

26
m

m

12mm

This new LED volt meter gauge, is build 
in nice and compact CNC aluminum casing. 
The green, yellow and red LED will 
help you to know the strength 
of your battery at any time. 
Its LED red warning light could 
even save you from bad trouble!  

MATERIAL 
INCLUDED

Gauge Bracket

ITEM NUMBER BA481B17
SILVER METER PANEL 
- BLUE BACK LIGHT

0 ~ 15 000 RPM
FIT ON CARBURATOR AND EFI MODELS

To make the needle stable for the high vibrations, we adopt the 
stepper motor on all our needle meter. With the auto-scan function, 
the meter will scan when the engine is turned on. This 15 000 RPM 
with illuminated needle is very easy to read at night. The instrument 
also has a rev indicator light, that can be used as a shift light. 

GP GP STYLE UNIVERSAL TACHOMETERSTYLE UNIVERSAL TACHOMETER

›

›

›

›

›

Tachometer Display Range : 0 ~15000 RPM
  Display unit : 100 RPM
Over RPM shift light Setting range : 0 ~15000 RPM
  Setting unit : 500 RPM
Top RPM record Top RPM record
  Range : 0 ~15000 RPM (Reset by button)
Stroke /piston setting 2 Stroke : 1, 2 pistons
  4 Stroke : 1, 2, 3, 4 pistons
Effective voltage DC 12V
Effective temperature range -10 ~ + 600C
Meter standard JIS D 0203
Meter size D48 x 52.8 mm
Meter weight Around 117g

›

›

›

›

ITEM NUMBER BH000K00
BLACK CASING
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GAUGEGAUGENARROW BAND NARROW BAND AIR FUEL RATIOAIR FUEL RATIO

ITEM NUMBER BA550B00 › FUNCTION AIR / FUEL RATIO 

MATERIAL 
INCLUDED

Gauge Bracket

TEMPERATURE GAUGETEMPERATURE GAUGERPMRPM

ITEM NUMBER BA550B20

MATERIAL 
INCLUDED

Gauge Bracket Temperature 
Sensor

This nice back lighted air/fuel ratio 
gauge gives precious informations 
on 4 strokes engines. Made to tune 
precisely and to get more power out 
of the engine, this unit might save 
your engine from bad dammage. 
This tool is essential for all tuners!

This RPM/Temperature gauge can 
be easily mounted on any motor-
cycles, ATV's or scooters. This digital 
display with tachometer and a water 
temperature will allow you to read 
the informations very precisely and 
quickly. Want something different? 
That's the right gauge.

›
› Speed Limit RPM / TEMP

Tachometer Range 0 to 19 000 RPM
Stroke Piston Setting 2 Stroke :  1,2,3,4 pistons
  4 Strokes : 1,2,3,4,5,6,8,10,
                    12 pistons
Temperature Unit º C only
Temperature Gauge 0 ~ 120 ºC or 32 ~ 248 ºF

›

›
›

Temperature 
Sensor

Gauge Bracket

Gauge Bracket

WITH WARNINGWITH WARNINGTEMPERATURETEMPERATURE METERMETER
ITEM NUMBER BA4800T0

This nice back lighted instrument will warn you 
before your engine becomes too hot. Its basic 
function makes it easy to use and to program. 

MATERIAL 
INCLUDED

Gauge Bracket

›
›

›

Temp Unit ºC \ ºF
Temp Range 0 ~ 120 ºC or 32 ~ 248 ºF
Function Temperature (with over  
  temperature alert function)

MATERIAL 
INCLUDED

MATERIAL 
INCLUDED

WITH WARNINGWITH WARNINGTACHOMETERTACHOMETER METERMETER
ITEM NUMBER BA4800R0

VOLTVOLT METERMETER 
ITEM NUMBER BH480S00

This RPM can be program from 1 to 12 cylinders, 
2 or 4 strokes very easily. The warning function can 
also be used as a shift light. Easy to program and  
to use, this is the way Koso like's it!

›
› Tachometer range 0 ~ 18 000

Stroke / Piston Setting 2 Stroke : 1, 2,3,4 Pistons
  4 Stroke: 1,2,3,4,5,6,8,10,12 Pistons
Function Tachometer (with over RPM alert function)›

This voltage gauge will give you the statue of 
your battery at all time. The back light make's it 
eavy to read even at night.

›
› Voltage range 9,5 volt to 40,0 volt DC

Display Unit per 0,1 volt
Function Volt Meter›

Sensor
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To make the needle stable for the high vibrations, 
we adopt the stepper motor on all our needle
meters. With the auto-scan function, the meter 
will scan when the engine is turned on. This 
Speedometer with illuminated needle is very 
easy to read at night. The odometer and tripmeter 
on the digital screen gives precisely the mileage. 
This instrument will fi t the OEM speed sensor. 
Want something different? This is the right gauge. 

MATERIAL 
INCLUDED

Gauge Bracket

SPEEDOMETER SPEEDOMETER FOR HARLEY DAVIDSONFOR HARLEY DAVIDSON

ITEM NUMBER BB551B40

R

For Km / H

ITEM NUMBER BB551B42
For MPH

WHITE BACK LIGHT • WHITE PANEL
RANGE : 0  ~ 120 mph 

WHITE BACK LIGHT • WHITE PANEL
RANGE : 0  ~ 220 km / h 

›
›

Speedometer 0 ~120 MPH or 0 ~220 km / h  
Odometer Displayed Unit 5 KM/H
Trip Meter  Display Range 0~999.9 KM/H›

Thumb Switch

TACHOMETER TACHOMETER (with oil pressure)(with oil pressure)
                                   FOR HARLEY DAVIDSON                                   FOR HARLEY DAVIDSON

ITEM NUMBER BB551B20
WHITE BACK LIGHT • WHITE PANEL

RANGE : 0  ~ 9000 RPM

›
›

Tachometer 0 ~ 9000 RPM
Adjusting Unit 100 RPM
Oil Pressure  0~75 PSI›

To make the needle stable for the high vibrations, 
we adopt the stepper motor on all our needle 
meters. With the auto-scan function, the meter 
will scan when the engine is turned on. This 
tachometer with illuminated needle is very easy 
to read at night.  The digital screen gives precious 
informations on the oil pressure, and its 
warning function could aslo save the engine 
from bad damage. This instrument will fi t with 
the OEM oil pressure sensor. Want something 
different? This is the right gauge.

MATERIAL 
INCLUDED

Gauge Bracket

R
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To make the needle stable for the high vibrations, 
we adopt the stepper motor on all our needle meter. 
With the auto-scan function, the meter will scan when 
the engine is turned on. This 9 000 RPM with illuminated 
needle is very easy to read at night. The water or oil 
temperature digital screen gives precious informations 
on the engine. Want something different? This is the right 
gauge.

MATERIAL 
INCLUDED

Gauge Bracket Water
Temperature Sensor

›

› Tachometer Display Range : 0 ~9000 RPM
Adjusting Unit 100 RPM
Temperature  0~120 ºC / 32 ~ 250 ºF

›

ITEM NUMBER BA551B22 ITEM NUMBER BA551B23
BLACK PANEL COLOR 
- BLUE BACK LIGHT

0 ~ 9 000 RPM

WHITE PANEL COLOR 
- BLUE BACK LIGHT

0 ~ 9 000 RPM

GP GP STYLE UNIVERSAL TACHOMETERSTYLE UNIVERSAL TACHOMETER
WITH WATER TEMPERATUREWITH WATER TEMPERATURE

OPTIONAL
MATERIAL

OPTIONAL PARTSOPTIONAL PARTS

This nice chrome bullet casing will make 
your motorcycle look special. Its unique bracket 
system allowes the casing to turn from left 
to right at an angle of up to 12°. This system 
makes it easier to read the instrument 
when it's not directly in front of the driver.

CHROME BULLET
CASING
BE550M10  
fi t 7/8" & 1" Bracket

BE550M11  
fi t 1 1/2" & 
1 1/4" Bracket

BRACKET for 7/8" Bar
BE550M16
BRACKET for 1" Bar
BE550M17

BRACKET for 1.25" Bar
BE550M18
BRACKET for 1.50" Bar
BE550M19
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D48 D48 
indicatorindicator
Light MeterLight Meter

ITEM NUMBER BA482000

›

›
›
›

Indicator Lights High Beam (Blue)
  Turn Signal (Green)
  Neutral (Green)
  Oil (Red)
Bulb specifi cation  T5 / 2W
Supply voltage DC 12 V
Effective temp. range -10~+60OC
Meter standard JIS D 0203
Meter size (DXH) D48 X 52 mm
Meter weight  Around 80 g

›
›

›

MATERIAL 
INCLUDED

Gauge Bracket

This indicator light meter will give you basic 
information you need such as: high beam, 
oil pressure, neutral and turn signal. 
The perfect size and shape for your custom 
motorcycle! 

Plug & Play Kit Plug & Play Kit for Kawasaki Ninja 250for Kawasaki Ninja 250

BE005K00

BE005K01

BO012001

BO012011

Ninja 250 adapter board for RX2 meter
GAUGE NOT INCLUDED

Ninja 250 adapter board for RX2N meter
GAUGE NOT INCLUDED Ninja 250 Plug & Play kit for RX2N meter (Gauge not included)

Ninja 250 Plug & Play kit for RX2 meter (Gauge not included)
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ITEM NUMBER AM10702E

ITEM NUMBER AM10703E

ITEM NUMBER AM107001This new elegant grip design with revolutionary heating structure delivers 
heat faster than ever. The new 5 level temperature controller allows you to 
accurately adjust the grip temperature. You no longer need to tolerate the 
uncomfortable temperatures. No matter if you are looking for heated grips 
for your favorite scooter, motorcycle, ATV, snowmobile or Harley, we have 
what you need.

100

75

50

25

0C

0 5 10 15 20 25 Minute

The test is made under air temperature 25 C.

1
2
3

4
5

SPECIFICATION
• The elegant grip design makes the heat grip 
look nicer than other aftermarket grips.

• The fast heating design delivers heat faster than 
traditional grips.

• The 5 level temperature controller adjusts the 
heat grip accurately to avoid uncomfortable 
temperatures.

• Special rubber material resists the outdoor 
environment.

• Even at high temperature, the grip remains 
resistant to damage.

HEATED HEATED 
GRIPSGRIPS

HEATED GRIPS
FOR (7/8" + 7/8") HANDLEBAR

HEATED GRIPS 
FOR (7/8" + 1" ) HANDLEBAR

WITH TWIST THROTTLE

HEATED GRIPS 
FOR (7/8" + 7/8") HANDLEBAR

WITH HEATED THUMB

CYLINDER HEAD
TEMPERATURE SENSOR

K1001R11 - 10mm
K1001R15- 14mm

0~250O C 
(with JST water-proof connector)

ACCESSORIES ACCESSORIES • SENSORS• SENSORS

OXYGEN SENSOR
28-BOS2004
FIT ON
BA550B00

TEMPERATURE SENSOR

BF030125 P 1/8 x 28
BF100100 M10 x P 1.0
BF100125 M10 x P 1.25
BF120125 M12 x P 1.5
BF140125 M14 X P 1.25
BF140150 M14 X P 1.5   
BF160150 M16 X P 1.5
BF180150 M18 X P 1.5

STANDARD 
EGT SENSOR

28-CKTYPE9

CLAMP INCLUDED
40-60mm

FAST RESPONSE 
EGT SENSOR

28-CKTYPEX

CLAMP INCLUDED
40-60mm

WIDE BAND
BOSCH OXYGEN 
SENSOR
28-BOSCH
FIT ON : BA004064

This speed sensor made from strong mate-
rial, will work on your Harley Davidson® 
transmission. Made to replace 
your old OEM transmission sensor.

SPEED SENSOR HARLEY DAVIDSON ®

BF590001

0~150O C

BF030000 P 1/8 x 28
BF100000 M10 x P 1.0
BF100001 M10 x P 1.25
BF120000 M12 x P 1.5
BF140000 M14 X P 1.25
BF140001 M14 X P 1.5  
BF160000 M16 X P 1.5
BF180000 M18 X P 1.5

TEMPERATURE SENSOR
0~250O C ( with JST water-proof connector)

CYLINDER HEAD
TEMPERATURE SENSOR

K1000R10 - 10mm
K1000R14 - 14mm

CYLINDER HEAD
TEMPERATURE SENSOR

K1001R10 - 10mm
K1001R14 - 14mm

0~250O C 0~150O C

ACTIVE SPEED SENSOR

BF640J06
79" - 200cm

PASSIVE SPEED SENSOR

BF019005
79" - 200cm

SH-01
PASSIVE SPEED SENSOR

BF019J06
79" - 200cm

SH-01(WITH JST WATER-PROOF CONNECTOR)

SA-07(WITH JST WATER-PROOF CONNECTOR)

RACE TYPE O2 SENSOR
BG000S01 FIT ON :  BA005000

              BA023W00

O2 Signal Wire
BO002001
FIT ON :  BG000S01
              BA023W00

WATER 
TEMPERATURE 
SENSOR
BF550023
FIT ON BA006B00 ONLY
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B0006000

EXTERNAL
EXTENSION BUTTON 

work with BB552B70

RPM SIGNAL 
FILTER

BG004000

ACCESSORIES ACCESSORIES • MISCELLANEOUS• MISCELLANEOUS

WATER TEMPERATURE
SENSOR ADAPTER

BG014B00 14 mm
BG016B00 16 mm
BG018B00 18 mm
BG022B00 22 mm
BG026B00 26 mm

EGT SENSOR CLAMP
BI520001 40-60 mm

BI520002 60-80 mm

MAGNET

BA99W017S

EGT 
WELD ON 
BUSHING
BI520099

OIL TEMPERATURE ADAPTER
BG241215 M12 X P1.5 X 15 L
BG241412 M14 X P1.25 X 15 L 
BG281415 M14 X P1.5 X 15 L
BG301615 M16 X P1.5 X 15 L
BG301815 M18 X P1.5 X 15 L
BG302010 M20 X P1.0 X 15 L
BG302015 M20 X P1.5 X 15 L

DISC MAGNET SCREW
BF010500 5/16 X P18 X 18.2L
BF010510 M5 X P0.8 X 12L
BF010630 M6 X P1.0 X 12.6L
BF010611 M6 X P1.0 X 19.7L
BF010600 M6 X P1.0 X 24L
BF010820 M8 X P1.25 X 22.5L
BF010830 M8 X P1.25 X 27.5L
BF010800 M8 X P1.25 X 29L

THUMB SWITCH

QQ551000

O2 ADAPTER FOR 
2 STROKES ENGINE ONLY

BG001855

O2  BUNG
BG001800
for 
Air Fuel Ratio

for Wideband Air Fuel Ratio

O2 CAP
BG001801
for 
Air Fuel Ratio

SHIFT LIGHTSHIFT LIGHT
Koso is proud to introduce its 
new race shift light. Its strong 
LED will make it easy to see 
even at high speed. Compact, 
lightweight and easy to program, 
this is the way we like it.
Available for 48 mm and 55 mm 
gauge casing.

BJ480R00For 48 mm gauge

BJ550R00For 55 mm gauge

AC/DC AC/DC CONVERTERCONVERTER

BL000010

This small box made of aluminum will 
convert AC power into DC power. 
Its compact size and strong resistance 
make it the perfect power converter 
for all snowmobile, ATV or dirt bikes.

ELECTRICAL SPECIFICATION
1. The input voltage range : 12 ~ 30v (AC / DC)
2. The output voltage range : DC 12 ~ 15v
3. Max load : 6W

ACCESSORIES ACCESSORIES • BRACKETS• BRACKETS

BRACKET
BEATVK00

BRACKET
BEATVK01

BRACKET
BEATVK02

BRACKET
BE004K05

BRACKET
BEATVK05

For 48mm gauge
BE480001
For 55mm gauge
BE550001

For 64mm gauge
BE640001

SPEED SENSOR BRACKET
BEATVKSS

CHROME BULLET
CASING
BE550M10  
fi t 7/8" & 1" Bracket

BE550M11  
fi t 1 1/2" & 1 1/4" Bracket

BRACKET for 7/8" Bar
BE550M16
BRACKET for 1" Bar
BE550M17

BRACKET for 1.25" Bar
BE550M18
BRACKET for 1.50" Bar
BE550M19

BE010K00

PANEL 
BRACKET

BEATVK03

BRACKET
BE003K02

7/8"

 1 1/8"

HANDBAR

BRACKET
BE011001
BRACKET

BE000M01
BRACKET

BE480003

V TYPE 
METER BRACKET

D48~55mm
BE480002D48mm

BE640002D64mm

BE550002D55mm

U TYPE 
METER BRACKET
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MIRRORSMIRRORS
Size Color-Mirror Shell / Lens Part Number
8mm Carbon Look/ Clear Lens OA015C08
10mm Carbon Look/ Clear Lens OA015C10

Blade Style MirrorBlade Style Mirror

Size Color-Mirror Shell / Lens Part Number
8mm Black / Clear Lens  OA012K08
10mm Black / Clear Lens  OA012K10

8mm Silver / Clear Lens  OA012S08
10mm Silver / Clear Lens  OA012S10

Fly Style MirrorFly Style Mirror
made in aluminiummade in aluminium
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LED TURN SIGNALSLED TURN SIGNALS

HE015K10
Matte Black Silver

HE015S10
Chrome

HE015M10

Description for 
LED turn signals : 
• 5 PC ultra bright LED
• Amber LED/Clear Lenght
• Soft Stem design
• ECE Approve
• M8 Thread
  
 Measurement in millimeters:
 106mm(L) x 20.5mm(W) 
  x 24.5mm(H)
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200F

200E

200

90

1
7

5

200D

ON

www.koso.com.tw
OFF

R13-402

200B

200 TYPE Meter Display

BK001A01 Model
XR-S

XR-SA

DB-02

BK001B01 Model

DUAL EGT METER

EGT METER

POWER TEST METER

WIDE BAND A/F RATIO

G2 REV. COUNTER

BK001C01 Model

MINI STYLE SERIES

FUEL METER

A/F RATIO METER

THERMOMETER

HOUR METER

GEAR METER

CNC VOLT METER

BK001002 Model

48mm METER

BK001003 Model

55mm METER

BK001004 Model

64mm METER

BK001001 Model

UNIVERSAL

METER DISPLAYMETER DISPLAY

200A

ON

OFF

R13-402

www.koso.com.tw

200C

200G

LED LIGHT BARLED LIGHT BAR

114mm
69mm

LED LIGHT BARLED LIGHT BAR
69 mm69 mm

Give a nice and unique look to your vehicule 
with those high quality LED bar. Built to last a 
minimum of 10 000 hours, those lights are also 
water resistant.

(sold by unit)

Give a nice and unique look 
to your vehicule with those 
high quality LED bar. Built 
to last a minimum of 10 000 
hours, those lights are also 
water resistant.

(pack of 2 - 69 mm )

HH013G30 
(GREEN)

HH013W30 
(WHITE)

HH013030 
(AMBER)

HH013R30 
(RED)

HH013B30 
(BLUE)

HH013R00 (RED)

HH013020 (AMBER)

HH013B00 (BLUE)

HH013W00 (WHITE)

HH013G20 (GREEN)

114 mm114 mm
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METER DISPLAYMETER DISPLAY

BK001B00 Model

RX1N

RX2N

RX2NR

RX2

BK001000 Model

UNIVERSAL

Display Power Kit Model

US Standard

B0010000

Display Power supplier Model
US Standard

BK001005

300

90

1
7

5

300B

ON

www.koso.com.tw
OFF

R13-402

300E

300 TYPE Meter Display




